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Product Introduction =444

Water washable resin is a UV curable resin for 3D printing. This resin has low odor, low shrinkage,
and water washability. It can be washed directly with water without organic solvents, effectively
avoiding volatile organics and it’s safe doubt. This resin combines high precision, high strength
and a certain toughness, and it is suitable for mass-produced products such as garage kit, teaching,
toy design, handicraft design, footwear design, architectural design, industrial parts design, etc.
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*Resin Property HJgir{E:
Pre-cure [E{HT(HAS):

Measurement Test method Value
AT H AR5 7% WA HUH
Viscosity 5/, cps (@25°C) ASTM D 2196 150-250
Density # &, glem® (@25°C) ASTM D 792 1.10-1.15
Post-cure [ 14,45 ([ 4)
Measurement Test method Value
T H M52 £
Hardness fi# &, Shore D ASTM D 2240 78-79
Flexural modulus 25 1% &, Mpa ASTM D 790 950-1020
Flexural strength =5 [{ff 5 &, Mpa ASTM D 790 45-75
Tensile modulus 7 {#115: 5, Mpa ASTM D 638 750-820
Tensile strength $i #1555, Mpa ASTM D 638 30-46
Elongation at break K 4EK %, % ASTM D 638 10-14
Impact strength,notched Izod, J/m ASTM D 256 1819
Bf 1 ph ek o E
Heat deflection temperature, °C ASTM D 648 @66PS| 62
AT IR
*Parameter Suggestion S¥ 1
Equipment La_yer Bottom | Bottom Expf)sur L?fting Light-of Lift
b TR Height Exp_osur Layer | eTime | Distanc | fDelay | speed
JZJE | eTime | Count | —f&)Z e KITHE | FEALIE
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(mm) | KER | K2 | B | e iN) B
YerFE | (layers) J1] 23 (s) (mm/mi
(s) (s) (mm) n)
Piocreat
0.05 40-70 3-5 1.3-1.6 8-10 3-6 180-600
Halot X1
Piocreat
0.05 40-70 3-5 2.2-2.7 8-10 1-2 180-480
Co01
Piocreat
0.05 40-70 3-5 2.0-2.5 8-10 1-2 180-480
D136
Creality
0.05 30-70 3-5 2.0-2.5 5 1-2 180-300
Halot R6
Creality
0.05 40-70 3-5 2.2-2.7 8-10 1-2 180-480
Halot Sky
Creality
0.05 40-70 3-5 2.2-2.7 8-10 1-2 180-480
Halot Mage S
Anycubic
0.05 40-70 3-5 2.2-2.7 8-10 1-2 180-480
Photon Mono M5s
Anycubic
0.05 40-70 3-5 2.0-2.5 8-10 1-2 180-480
M7 Pro
Anycubic
0.05 30-70 3-5 2.8-3.3 5 1-2 180-300
DLP D2
Elegoo
0.05 40-70 3-5 2.2-2.7 8-10 1-2 180-480
Saturn 3 Ultra
Elegoo
0.05 40-70 3-5 2.2-2.7 8-10 1-2 180-480
Saturn 4 Ultra
Phrozen
. 0.05 40-70 3-5 2.5-3.0 8-10 1-2 180-480
Sonic mini 8K S
Phrozen
Sonic Mighty 0.05 40-70 3-5 3.2-3.7 8-10 1-2 180-480
Revo
Phrozen
) 0.05 40-70 3-5 2.1-2.6 8-10 1-2 180-480
Sonic Mega 8K S

*Post-Processing Procedure and Note J5Ab3E 57Fk:
1. Soak the model in water, then use a brush to scrub it several times until there is no resin residue

on the surface, or it can be cleaned with a low-frequency ultrasonic cleaner. AT A K, T
B 2 e, S0 AR B g veiliE e, ERIR M EH AR .
2. Thoroughly blow the model dry with a hair dryer or the like; F“SAEERM KMLFE BR 3K M5 DL

il

3. It is recommended to remove the support for model with supports first, and then post-cure

treatment. If you remove the supports after it’s been post-cured , it will easily cause damage to the
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contact surface of the support point; J& [l 44 [ 5eH B KB 70 SCHE, #7J5 [0 58 B fa 12047 48755 3
FER bR 5 R IIE G AL .

4. Post-curing time is 2-10 minutes, and the corresponding post-curing time should be adjusted
according to different post-curing equipment. The printed parts should be kept in a cool dry place.
Je AR 1] 2-10 73, KR A AN [R] 64 5 [P 150 2% 0 BT L PR S [ A et 8] o T BN N A7 TAE B
BT RAL

*Safety Precautions ZEVE R HM:

1. Eye Contact: Immediately flush with plenty of clean water (under eye lids) for at least 20
minutes. Hold eyelids apart to ensure flushing. Washing within one minute of contact is essential
to achieve maximum effectiveness. Seek medical attention immediately. #THR i ANTELHZ firh 2144 i
VLRI A ZKIEBE, T U5 WAt AN & 1 SL B e

2. Skin Contact: Remove contaminated clothing and rinse contact area thoroughly with soap and
water. 1A SR B AW 37 B B e LUIE 2 535 /K SLRNE BE R 5 K0

3. 3D resin is not approved for use with food, drink, or medical application on the human body.
BRI S h.

4. Do not discharge cleaning water directly into the environmental system. 15 Z7) ¥ ¥ 5 /K B
AT RS

5. For additional information please see the Material Safety Data Sheet. V£I#515SH Y %25
.

*Storage and Use 72 5

1. Below 25 C cold storage for 18 months, sensitive to visible light, general illumination visible
light will initiate polymerization reaction. #/lgRi7E 25 C2&HF T REOGAEAE, X al WOGRUR, 75
G5 RRE R, PRBT 18 N H

2. It is recommended to shake well before using and print at a temperature of 18-35°C . Z i ]
RIRE I NG, FEMREEIRSE 18-35°C NEEATHTEL,



